
Application
In fixed installations, in dry, wet places, outdoors or in the ground. Its construction allows
use in places where there are risks of mechanical damage. This cable has an increased delay
in the propagation of the conf flame. IEC 60332-1 and IEC 60332-3-24 Cat.C

Construction

Standards and Certifications

1. Conductor Copper class 2, according to standard EN 60228

Core insulation of polyvinylchloride (PVC)

PVC or plastic strips
Cold rolled steel tape
Core insulation of polyvinylchloride (PVC), Black5. Outer sheath

2. Insulation
3. Filling
4. Armor
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SR CEI 60502

Fire classification CPR class
Eca

Color Identification Code Accordance to HD 308 S2
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Reinforced power cable with PVC insulation and mantle

CYAbY - F 0,6/1kV

Technical Data

Nominal voltage U0/U 600 / 1000V

4000V

160°C (max. 5 sec.)

-5°C

-40°C

[V]

[V]AC

°C
storage

°C
°C

min 12x cable diameter

Test voltage

Min. cable installation temp.

Max. working. temp.
Max. short circuit temp.

Min. radius of curvature

+70°C
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Maximum electrical
resistance at
20° C [Ω/km]

Weight
(approx.)
[kg/km]

Overall diameter
(approx.) [mm]

Number of cores
x

Cross- section

1.83230

1.8325411.95

1 x 10 RE

1 x 10 RM

11.1

1.15269

1.1537113.1

1 x 16 RE

1 x 16 RM

0.524

0.387

625161 x 35 RM

12.2

0.7275051 x 25 RM 14.8

791

0.268103119.5

1 x 50 RMC

1 x 70 RMC

17.7

0.1931346

0.153159223.3

1 x 95 RMC

1 x 120 RMC

0.101237027.61 x 185 RMC

21.8

0.12419201 x 150 RMC 25.3

0.0775301830.51 x 240 RMC

0.06203698

12.124912.2

1 x 300 RMC

2 x 1.5

4.6139014.72 x 4

33.5

7.412962 x 2.5 13

1232 0.727

12.127812.6

2 x 2.5 RM

3 x 1.5

24.2

7.41334

4.6144715.4

3 x 2.5

3 x 4

1.8374419.43 x 10 RE

13.5

3.085423 x 6 16.7

1.151054

1.15112122.8

3 x 16 RE

3 x 16 RM

0.727150225.63 x 25 RM

21.9

0.727 / 1.1516893 x 25 RM + 16 RE 26.9

0.524 / 1.15207629.23 x 35 RM + 16 RE

0.193 / 0.727265529.23 x 50 SM + 25 RM

0.38719173 x 50 RMC 28.2
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Maximum electrical
resistance at
20° C [Ω/km]

Weight
(approx.)
[kg/km]

Overall diameter
(approx.) [mm]

Number of cores
x

Cross- section

0.193 / 0.3874850

0.153 / 0.268580043.6

3 x 95 SM + 50 SM

3 x 120 SM + 70 SM

38

0.1534811

0.124 / 0.268658648

3 x 120 SM

3 x 150 SM + 70 SM

38

0.12458223 x 150 SM 42.2

0.101 / 0.193589953.23 x 185 SM + 95 SM

0.1017185

0.0775 / 0.1531088560

3 x 185 SM

3 x 240 SM + 120 SM

12.113413.44 x 1.5

45.6

0.077593303 x 240 SM 52.2

7.4138814.44 x 2.5

4.61527

3.0865817.9

4 x 4

4 x 6

1.8391620.94 x 10 RM

16.5

1.838274 x 10 RE 20

1106 1.15

1.15127723.8

4 x 16 RE

4 x 16 RM

22.9

0.7271864

0.524239131.2

4 x 25 RM

4 x 35 RM

0.2684150374 x 70 SM

28.1

0.38728334 x 50 SM 31.8

0.1935150

0.153447843.8

4 x 95 SM

4 x 120 SM

0.1011026953.44 x 185 SM

39.5

0.12476114 x 150 SM 48.6

0.07751532531.94 x 240 SM

7.4144815.35 x 2.5

12.13645 x 1.5 14.2

4.61

3.0819.3

5 x 4

5 x 6

17.7

773

615
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Maximum electrical
resistance at
20° C [Ω/km]

Weight
(approx.)
[kg/km]

Overall diameter
(approx.) [mm]

Number of cores
x

Cross- section

1.83896

1.83108722.6

5 x10 RE

5 x10 RM

1.15

0.727

153725.85 x 16 RM

21.7

1.1512325 x 16 RE 24.9

2260

0.524290834.2

5 x 25 RM

5 x 35 RM

31.3

0.3873914

12.147515.1

5 x 50 RMC

7 x 1.5

4.6168918.67 x 4

39.2

7.415957 x 2.5 16.3
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Designation

RE Solid round conductors
RM Stranded round conductors
RMC Stranded round conductors (compacted)
SM Stranded sector conductors


